
Serie 940

940 Series

ASSA ABLOY, the global leader 
in door opening solutions



Serie 940
940 Series

Serrature da fascia per porte in alluminio di 

sicurezza (cilindro profilato)

Caratteristiche tecniche:

• Versioni

 - Scrocco reversibile e regolabile da 12 a 17 mm.

 - Rullo regolabile

 - Elettroserratura con scrocco e pistone di ricarica 

 reversibili

•  Catenaccio mono-mandata di 25 mm.

•  Frontale di 22 mm.

•  Entrata 90 mm.

•  Interasse maniglia/cilindro 67 mm.

•  Foro per cilindro profilato DIN

•  Finiture

 - Frontale in acciaio inox 22 mm.

 - Serratura in acciaio zincato

Confezione:

•  2 Rosette in nylon per cilindro

•  1 Vite di fissaggio cilindro

•  Viti di fissaggio

Da ordinare a parte:

 - Cilindro

 - Contropiastre

Midrail locks for security alluminium doors 

(profile cylinder)

Features:

•  Versions

 - Reversible and adjustable latch bolt from 12 up to 17 mm.

 - Adjustable roller latch

 - Electric lock with reversible latch and electric 

 latch

•  25 mm. One-throw dead bolt

•  22 mm. Forend

•  Backset 90 mm.

•  Distance between handle/cylinder 67 mm.

•  Hole for DIN profile cylinder

•  Finish

 - 22 mm. Stainless steel forend

 - Zinc steel lock

Packaging:

•  2 Nylon escutcheon for cylinder

•  1 Fixing screw cylinder

•  Fixing screws

To be ordered separately:

 - Cylinder

 - Strikers



Scrocco e catenaccio
Latch bolt and dead bolt

Codice / Code

94000 90 080 1.20090 10

Rullo e catenaccio
Roller latch and dead bolt

94300 90 000 1.20090 10

Solo catenaccio
Dead bolt only

94400 90 000 1.16090 10

Elettroserratura
Electric lock

94900 90 080 1.20090 4
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Corsa asta 15 mm

Rod projection 15 mm
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Corsa asta 15 mm

Rod projection 15 mm

Codice / Code
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