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Parameters

Dimensions

192Lx25Wx27H(mm)

1 0 0 L x 2 5 W x 3 H ( m m )

1 2 V D C

215Lx40Wx0.5H(mm)

0 . 7 4 k g

Fail Safe(YB-500A),Fail Secure(YB-500B)

Face Plate

Strike

Decorative Panel

Bolt

Suitable for 

Voltage

Current

Weight

Fail Safe

Signal Output

Time Delay

16mmDIA,stainless steel 16mm throw

NC/COM(YB-500A),NO/COM(YB-500B)

0 / 3 / 6 / 9 s e c

Start 960mA,Standby 130mA

Wooden door, metal door

Model:YB-500A/B
Fail Safe(Secure) Sturdiness Electric Bolt W/Narrow Panel

137

150

6.5 

2121
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3
 

3
4

 
0   3   6   9

6.5 R e d

Black

Orange

Green

Open

Whi te C O M

NC(YB-500A),NO(YB-500B)

25

192

177

2
5

100

85

2
5

Bolt Time Delay
Face plate
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Wiring Diagram

Installation Schematic

Installation

Place lock body template
to match with door frame 
center line 

Cut hole Fix mounting plate(For 
hollow metal frame)

Connect wires Mount lock body on the
door frame and test

AB K- 70 0 for Ful ly Frameless Glass DoorSuitable for 10-15mm glass door,ABK-600/
601 /60 2 for Frameless Glass Door.

ABK-500 for Narrow Door

Frameless Glass Door Fully Frameless Glass Door Aluminium Bracket for Narrow Door

Electric bolt

Center line

Door Frame

Indoor

Frameless Glass Door

Spacer

Electric Bolt

Lock Cylinder

Spacer

Patch Fitting

Glass Door

Patch Fitting

Electric Bolt
Door Frame

Indoor

Bracket

Door leaf

M5X45 Screw

Pull hat screw

Pull hat screw

M5X45 Screw

NO Fail Secure NC Fail Safe
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